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WILLIAM SELLERS & CO., Incorporated, 
Philadelphia, Sept. 28, 1587. 


Messrs. Wilson Bros. & COe, 
485 Chestnut St., Philadelphia. 
Gentlemen: 

Your favor of the 26th inst. regarding the amount of 
power required for driving machinery at the U. 5, Mint, this city, 
has been received with ieaman We have taken a number of obser= 
vations lately, and have in each instance found that the speed of 
the jack shaft in engine room was considerably below nominal. This 

-morning——-tested several times=--it was making but 62 instead of 
70 rev. per minute, which last was the basis of our calculation. 
By starting at this point and tracing through to the shaft under 
the Coining Room, we could detect no slippage. As however, the 
speeds between the jack shaft and the Coining Room are from 10 

per cent to 12 per cent below the calculations, it is hardly right 
to expect the belts to produce best results. We eall your atten=- 
tion to this matter, as in our opinion the speed of the Jack Shaft 
should be fixed at 70 rev. per minute, in accordance with the 
Sea Da design, and if this is done, we think there will be no 


trouble with either the speed or the power for driving the Coining 


Room machinery. 


Yours truly, 


(Signed) Wm. Sellers & Co., Incorporated. 
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WILLIAM SELLERS & CO., Incorporated, 
Philadelphia, 
September 28, 1887 


Messrs. Wilson Bros. & Co., 
435 Chestnut St., Philadelphia. 


Gentlemen: 


Your favor of the 26th inst. regarding the amount of power required for driving 
machinery at the U.S. Mint, this city, has been received with thanks. We have taken a number of 
observations lately, and have in each instance found that the speed of the jack shaft in engine 
room was considerably below nominal. This morning --- tested several times --- it was making 
but 62 instead of 70 rev. per minute, which last was the basis of our calculation. By starting at 
this point and tracing through to the shaft under the Coining Room, we could detect no slippage. 
As however, the speeds between the jack shaft and the Coining Room as from 10 per cent to 12 
per cent below the calculations, it is hardly right to expect the belts to produce best results. We 
call your attention to this matter, as in our opinion the speed of the Jack Shaft should be fixed at 
70 rev. per minute, in accordance with the original design, and if this is done, we think there will 
be no trouble with either the speed or the power for driving the Coining Room machinery. 


Yours truly, 
(Signed) Wm. Sellers & Co., Incorporated. 


